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star

Features:
• 

• 
• 
• 
• 
• 

• 
• 
• 
• 
• Insulation: Cl.B
• Rated ambient temperature: 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 
• 

Options:
• 
• 

• 

• Fluorelastomere (Viton®) rubber parts
• 
• 304SS (316SS Stator) graded stainless steel as standard

4" 
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PN Thrust UN

 
nN

 
IN

 
IA TN TA

 
Capacitor 

μF (UC
100 100

4000 220 2865 2,3 9,0 33 45 51 0,91 0,93 0,96 0,82 0,73
12,5

230 2875 2,4 9,4 28 42 50 0,80 0,88 0,92 0,83 0,80

4000 220 2850 3,2 12,1 36 47 54 0,86 0,92 0,97 1,21 1,07
16

230 2860 3,3 12,6 35 46 54 0,78 0,85 0,91 1,24 1,17

4000 220 2840 4,2 16,9 46 57 63 0,94 0,97 0,98 1,85 1,50
20

230 2850 4,3 17,7 45 57 63 0,86 0,91 0,94 1,90 1,63

4000 220 2825 5,7 21,7 44 54 61 0,97 0,99 0,99 2,5 2,3
35

230 2845 5,7 22,7 41 52 59 0,92 0,96 0,98 2,5 2,5

1,1 4000 220 2830 8,1 32,5 47 59 65 0,86 0,94 0,97 3,7 2,9
40

230 2845 8,4 33,9 43 56 63 0,77 0,86 0,92 3,7 3,1

4000 220 2820 10,4 39,9 52 63 68 0,90 0,95 0,98 5,1 3,6
50

230 2830 10,7 41,7 48 59 66 0,82 0,90 0,95 5,1 3,9

2,2 4000 220 2825 14,7 59,2 55 65 70 0,93 0,98 0,99 7,4 5,0
70

230 2840 14,7 61,8 51 62 68 0,86 0,93 0,97 7,4 5,5

PN
Thrust

 
UN

 
nN

 
IN

 
IA TN TA

 
Capacitor 

μF (UC100 100

4000 230 2865 2,2 8,6 33 45 51 0,91 0,93 0,96 0,82 0,73
12,5

240 2875 2,3 9,0 28 42 50 0,80 0,88 0,92 0,83 0,80

4000 230 2850 3,1 11,6 36 47 54 0,86 0,92 0,97 1,21 1,07
16

240 2860 3,2 12,1 35 46 54 0,78 0,85 0,91 1,24 1,17

4000 230 2840 4,0 16,2 46 57 63 0,94 0,97 0,98 1,85 1,50
20

240 2850 4,1 16,9 45 57 63 0,86 0,91 0,94 1,90 1,63

4000 230 2825 5,5 20,8 44 54 61 0,97 0,99 0,99 2,5 2,3
35

240 2845 5,5 21,8 41 52 59 0,92 0,96 0,98 2,5 2,5

1,1 4000 230 2830 7,8 31,1 47 59 65 0,86 0,94 0,97 3,7 2,9
40

240 2845 8,1 32,5 43 56 63 0,77 0,86 0,92 3,7 3,1

4000 230 2820 10,0 38,3 52 63 68 0,90 0,95 0,98 5,1 3,6
50

240 2830 10,2 40,0 48 59 66 0,82 0,90 0,95 5,1 3,9

2,2 4000 230 2825 14,0 56,7 55 65 70 0,93 0,98 0,99 7,4 5,0
70

240 2840 14,1 59,3 51 62 68 0,86 0,93 0,97 7,4 5,5

PN UN

220-230 254 803 6700L 254 803 6700 254 803 6715L
230-240 254 813 6700L 254 813 6700 254 813 6715L
220-230 254 805 6700L 254 805 6700 254 805 6715L
230-240 254 815 6700L 254 815 6700 254 815 6715L
220-230 254 807 6700L 254 807 6700 254 807 6715L
230-240 254 817 6700L 254 817 6700 254 817 6715L
220-230 254 808 6700L 254 808 6700 254 808 6715L
230-240 254 818 6700L 254 818 6700 254 818 6715L

1,10
220-230 254 809 6700L 254 809 6700 254 809 6715L
230-240 254 819 6700L 254 819 6700 254 819 6715L
220-230 254 810 6700L 254 810 6700 254 810 6715L
230-240 254 820 6700L 254 820 6700 254 820 6715L

2,20
220-230 254 811 6700L 254 811 6700 254 811 6715L
230-240 254 821 6700L 254 821 6700 254 821 6715L
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Motor Leads*

2

4X1,5 14,6 ± 0,3 5,1 ± 0,3

1,5 310 178 501
2,5 310 178 502
5 310 178 505

10 310 178 510
15 310 178 515
20 310 178 520
30 310 178 530
40 310 178 540
50 310 178 550

2

4X1,5 9,8 ± 0,3

1,5 310 318 501
2,5 310 318 502
5 310 318 505

10 310 318 510
15 310 318 515
20 310 318 520
30 310 318 530
40 310 318 540
50 310 318 550

a b c PE
brown grey yellow/green

PN UN Main phase

220 - 230 326 738 942 8,2 - 10,0 31,1 - 38,1
230 - 240 326 800 942 8,9 - 10,9 26,7 - 32,6
220 - 230 326 739 942 6,7 - 8,1 21,7 - 26,5
230 - 240 326 801 942 7,2 - 8,8 20,8 - 25,4
220 - 230 326 740 942 4,4 - 5,4 13,6 - 16,6
230 - 240 326 802 942 4,8 - 5,8 13,1 - 16,0
220 - 230 326 741 942 3,3 - 4,1 8,1 - 9,9
230 - 240 326 803 942 3,7 - 4,6 7,7 - 9,4

1,1 220 - 230 326 742 942 2,3 - 2,8 6,8 - 8,3
230 - 240 326 804 942 2,5 - 3,0 6,5 - 7,9
220 - 230 326 743 942 1,8 - 2,2 4,7 - 5,7
230 - 240 326 805 942 1,9 - 2,4 4,4 - 5,4

2,2 220 - 230 326 744 942 1,2 - 1,5 3,2 - 3,9
230 - 240 326 806 942 1,3 - 1,6 3,0 - 3,6

L

12
,6

25
,5H

Ø

B

L N 

I > 

0I

1~
PSC

a b c

PE 

D 

Ø
L

14
,5

25
,5
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Material Description

PN L M
Motor with Lead 
in single pack

0,33 237,2 6,55 400 x 100 x 110 7,25 800 x 500 x 870 262,0
0,50 251,1 7,20 400 x 100 x 110 7,9 800 x 500 x 870 306,8
0,75 276,2 8,35 530 x 100 x 110 9,05 800 x 500 x 870 352,8
1,00 297,2 9,30 530 x 100 x 110 10,0 800 x 500 x 870 390,8

1,10 1,50 321,2 10,45 530 x 100 x 110 11,15 800 x 500 x 870 436,8
2,0 353,2 11,90 796 x 100 x 110 12,6 800 x 500 x 870 494,8

2,20 3,0 451,2 16,65 796 x 100 x 110 17,35 800 x 500 x 870 684,8

4x Stud M8

Ø76,2 ±0,15

Ø
Ø

Ø

max. Ø

12,7 m
in.

Full S
pline

6,0

38,30
38,05

22
+2,5
- 2,0

EPR

Neoprene

AISI 304

AISI 316

304SS

EPR

Neoprene

AISI 316

AISI 316

316SS

BUNA N

BUNA N

304SS / BUNA N

BUNA N

BUNA N

316SS / 1.4571

304SS / 1.4305

304SS / 1.4305

304SS / 1.4301

304SS / 1.4301

PPA

PPA
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Part  Description

1 Nut M8 4 Kit C

2 Stud M8 4 Kit C

1 Kit B

4 1 Kit C

Motor lead 1 see page 11

6 Washer 1 Kit B

7 Top Endbell, Cover 1 Kit

8 Plug 1 Kit B

9 Filter 1 Kit B

10 Valve 1 Kit

11 Shaft Seal 1 Kit B

12 Top Endbell 1 Kit

1 Kit B

14 Rotor 1 see page 9

Stator 1 see page 9

16 Level washer 1 Kit A

17 1 Kit A

18 1 Kit B

19 Bottom Endbell 1 A1

20 1 Kit A

21 Segments 3 Kit A

22 1 Kit A

Diaphragm washer 1 Kit B1

24 Diaphragm 1 Kit B

Bottom Endbell Cover 1 156 414 201

26 3 Kit C

2

4

8

9
10

14

3

6

1

19

20

21

22

16

17

18

19

24

25

15

5

7

11

13

12

23

26
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PN

Kit A1

Kit A2 4000N

Kit B1 11, 13, 18, 23, 24

Kit B2 11, 13, 18, 23, 24

Kit C

PN Rotor

220-230 254 803 6700 / L 305 491 701
178 165 951K

230-240 254 813 6700 / L 305 491 721
220-230 254 805 6700 / L 305 491 702

178 165 952K
230-240 254 815 6700 / L 305 491 722
220-230 254 807 6700 / L 305 491 703

178 165 953K
230-240 254 817 6700 / L 305 491 723
220-230 254 808 6700 / L 305 491 704

178 165 954K
230-240 254 818 6700 / L 305 491 724

1,10 220-230 254 809 6700 / L 305 491 705
178 165 955K

230-240 254 819 6700 / L 305 491 725
220-230 254 810 6700 / L 305 491 706

178 165 956K
230-240 254 820 6700 / L 305 491 726

2,20 220-230 254 811 6700 / L 305 491 707
178 165 957K

230-240 254 821 6700 / L 305 491 727
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Part  Description

1 1 Kit B

2 Washer 4 Kit B

Stud 4 Kit C

4 Nut 1 Kit C

1 Kit

6 Shaft Seal 1 Kit B

7 1 151 820 102

8 Top Endbell, Cover 1 Kit

9 2 Kit B

10 Top Endbell 1 Kit

11 1 Kit

12 Rotor 1 page 11

1 Kit A

14 Stator 1 page 9

1 Kit A

16 Level washer 1 Kit A

17 Bottom Endbell 1 Kit

18 Segments 3 Kit A

19 Diaphragm washer 1 151 314 101

20 1 Kit A

21 1 Kit B

22 1 Kit A

Diaphragm 1 Kit B

24 3 Kit C

Filter 1 Kit B

26 Bottom Endbell Cover 156 414 101

27 Washer 1 Kit B

17

22

18

20

27

1

2

8

17

16

13

9

9

5
6

10

4

25

7

11

12

14

24

23

21

26

19

3
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PN Rotor
220-230 254 803 1621 / L 305 491 101

178 610 902K
230-240 254 813 1621 / L 305 491 121
220-230 254 805 1621 / L 305 491 102

178 611 902K
230-240 254 815 1621 / L 305 491 122
220-230 254 807 1621 / L 305 491 103

178 612 902K
230-240 254 817 1621 / L 305 491 123
220-230 254 808 1621 / L 305 491 104

178 613 902K
230-240 254 818 1621 / L 305 491 124

1,10 220-230 254 809 1621 / L 305 491 105
178 614 902K

230-240 254 819 1621 / L 305 491 125
220-230 254 810 1621 / L 305 491 106

178 615 902K
230-240 254 820 1621 / L 305 491 126

2,20 220-230 254 811 2521 / L 305 491 107
178 616 902K

230-240 254 821 2521 / L 305 491 127

PN 
Thrust

Bearing
End bell, upper End bell, lower Up thrust washer 

Kit A1
177 231 904

Kit A1
150 954 102

177 233 904 151 093 105
2,2

Kit A1 3000N/4000N

Kit B1 Seals Kit

Kit B2 Seals Kit (Viton)

Kit C

Ø 2

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

L
Brass

1,5 310 113 001 310 113 401 310 113 501
2,5 310 113 002 310 113 402 310 113 502
5 310 113 005 310 113 405 310 113 505

10 310 113 010 310 113 410 310 113 510
15 310 113 015 310 113 415 310 113 515
20 310 113 020 310 113 420 310 113 520
30 310 113 030 310 113 430 310 113 530
40 310 113 040 310 113 440 310 113 540
50 310 113 050 310 113 450 310 113 550

L
H

Ø

B B1

L

D 9,8mm

Ø 1,5mm2

L

1,5 310 313 501
2,5 310 313 502
10 310 313 510
20 310 313 520
30 310 313 530
40 310 313 540
50 310 313 550
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4"

holding and 

Product advantages:
• ponents to 

• Everything available at the same time
• 
• 

• 2

• Options
• ( 1,5m; 

• 
• 
• 
• 
• Voltage: 

phase

PN UN

220-230 254 803 6700C 254 803 6700D
230-240 254 813 6700C 254 813 6700D
220-230 254 805 6700C 254 805 6700D
230-240 254 815 6700C 254 815 6700D
220-230 254 807 6700C 254 807 6700D
230-240 254 817 6700C 254 817 6700D
220-230 254 808 6700C 254 808 6700D
230-240 254 818 6700C 254 818 6700D

1,10
220-230 254 809 6700C 254 809 6700D
230-240 254 819 6700C 254 819 6700D
220-230 254 810 6700C 254 810 6700D
230-240 254 820 6700C 254 820 6700D

2,20
220-230 254 811 6700C 254 811 6700D
230-240 254 821 6700C 254 821 6700D
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The ® ®

The SubStartSC  

® motor starter range 

submersible motors you now have an tangible water 
system  advantage resulting in ease of installation and 

. 

• 

• -

• 
submersible motors

 
210-211

Product advantages:
• 

the winding and provides fast heat dissipation.
• 

running winding)
• 
• 

(VDE / ACS / KTW approved)
• 

• 
• 

• 4 wire
• 1,5 - 10mm²
• 

:
• 
• 
• 

request)
• 
• Insulation: Cl.B
• Rated ambient temperature: max. 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 

• 

 



14

less 

• the winding 
and provides fast heat dissipation.

• 
• 
• 
• 
• 
• 
• 
• 
• Built-in surge arrestors

:
• 
• 
• 
• 
• Insulation: Cl.B
• Rated ambient temperature: 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 
• 
• 

Options 
• 

lengths available)
• 

4" 

• 
• 
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proportional to motor speed (RPM ).

proper rotation. 
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PN 
Hp UN 

  

0,50 230 244 755 1221 244 755 1221L 244 755 1224L
0,75 230 244 757 1221 244 757 1221L 244 757 1224L
1,1 230 244 758 1221 244 758 1221L 244 758 1224L

1,10 1,50 230 244 759 1221 244 759 1221L 244 759 1224L

PN

230

244 755 1221 / L 7,2 - 8,8
244 757 1221 / L 5,0 - 6,1
244 758 1221 / L 3,6 - 4,4

1,10 244 759 1221 / L 2,3 - 2,8

PN Thrust UN nN IN IA TN TA

50 75 100 50 75 100

3000
220 2875 4,1 24,4 48 55 57 0,57 0,68 0,76 1,24 1,18
230 2890 4,1 25,5 47 54 57 0,53 0,64 0,73 1,23 1,29

3000
220 2870 5,7 35,0 50 57 59 0,55 0,67 0,77 1,85 1,7
230 2890 5,8 36,6 47 55 59 0,51 0,63 0,73 1,85 1,9

3000
220 2875 7,2 46,6 54 61 62 0,57 0,69 0,78 2,5 2,1
230 2890 7,3 48,7 51 59 61 0,53 0,65 0,75 2,5 2,3

1,10 3000
220 2880 10,6 57,9 56 62 63 0,56 0,68 0,77 3,7 2,7
230 2895 10,8 59,7 52 60 63 0,51 0,63 0,73 3,7 2,9

Electrical Connection

Ø
2

B H

3X1,5 10,7 ± 0,3 5,0 ± 0,3

L

1,5 310 134 001 310 134 401
2,5 310 134 002 310 134 402
5 310 134 005 310 134 405
10 310 134 010 310 134 410
15 310 134 015 310 134 415
20 310 134 020 310 134 420
30 310 134 030 310 134 430
40 310 134 040 310 134 440

L N 

0 I

 1~
2-wire

b c

PE 

L
H

B Ø

b c PE
brown grey yellow/green
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Outline Drawing Material Description

5/16-24 UNF-2A

PN L M
Motor with Lead 
in single pack

0,50 228,2 7,8 800 x 500 x 870 340 400 x 100 x 110 9,5
0,75 248,2 8,5 800 x 500 x 870 355 400 x 100 x 110 9,8
1,00 282,6 9,9 800 x 500 x 870 450 530 x 100 x 110 12,0

1,10 1,50 338,6 12,3 800 x 500 x 870 600 530 x 100 x 110 14,4

EPR

BRASS
AISI 304
AISI 316

Ni -plated
brass / 
AISI 316

Neoprene

1.4301

BUNA N

BUNA N

Cast Iron claded

1.4301

1.4301

Cast Iron claded
BUNA N

BUNA N

Delrin 500

1.4305

1.4305

BUNA N

1.4305

22,4 ±2
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17

22

18

20

27

1

2

8

17

16

13

9

9

5
6

10

4

25

7

11

12

14

24

23

21

26

19

3

Part Description

1 1 Kit B

2 Washer 1 Kit B

Stud 4 Kit C

4 Nut 4 Kit C

1 Kit

6 Shaft Seal 1 Kit B

7 1 151 820 102

8 Top Endbell, Cover 1 Kit

9 2 Kit B

10 Top Endbell 1 Kit

11 1 Kit

12 Rotor 1 page 19

1 Kit A

14 Stator 1 page 19

1 Kit A

16 Level washer 1 Kit A

17 Bottom Endbell 1 Kit

18 Segments 3 Kit A

19 Diaphragm washer 1 151 314 101

20 1 Kit A

21 1 Kit B

22 1 Kit A

Diaphragm 1 Kit B

24 3 Kit C

Filter 1 Kit B

26 Bottom Endbell Cover 1 156 414 101

27 Washer 1 Kit
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PN Rotor

220-230

244 755 1221 / L 326 821 914 178 157 902K

244 757 1221 / L 326 822 914 178 158 902K

244 758 1221 / L 326 823 914 178 160 902K

1,10 244 759 1221 / L 326 824 914 178 163 902K

PN End bell, upper End bell, lower Upthrust washer Thrust 
bearing

177 231 924

Kit A1

150 954 102

Kit A1

177 233 924 151 093 105
1,10

Thrust bearing Kit  
13, 15, 16, 18 308 652 101

Kit A1
3000N/4000N

 
9, 13, 16, 17, 18, 20, 22 308 464 901

Kit B1 Seal Kit  
1, 2, 6, 9, 21, 23, 25, 27 308 650 101

Kit B2 Seal Kit (Viton)  
1, 2, 6, 9, 21, 23, 25, 27 308 650 104

Kit C  
3,  4, 24 308 656 101
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4" 

torque and shaft power from single phase power supplies. It is therefore ideally 

Features:
• -

• 
• 
• 
• 
• 

• 
• 
• 
• 
• Insulation: Cl.B
• Rated ambient temperature: 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 
• 

Optional:
• Motors in full 316SS
• 
• 

• Fluorelastomere (Viton®) rubber parts
• 
• 304SS (316SS Stator) graded stainless steel as standard
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PN Thrust UN nN
IN IA TN TA

100 100

4000
220 2850 2,8 9,3 43 50 53 0,61 0,70 0,78 0,83 1,45

230 2870 2,8 9,7 42 50 53 0,58 0,67 0,75 0,83 1,65

4000
220 2855 3,9 13,1 48 55 56 0,58 0,69 0,77 1,23 1,90

230 2870 4,0 13,7 46 53 56 0,55 0,65 0,74 1,23 2,05

4000
220 2860 5,9 20,6 46 53 56 0,58 0,69 0,77 1,84 3,0

230 2880 5,9 21,6 45 53 56 0,53 0,64 0,73 1,82 3,2

4000
220 2850 7,3 26,6 53 59 60 0,59 0,71 0,79 2,5 3,8

230 2870 7,3 27,8 51 58 61 0,55 0,67 0,76 2,5 4,2

1,1 4000
220 2875 8,6 41,3 63 68 69 0,69 0,80 0,87 3,7 6,9

230 2885 8,6 41,2 60 67 68 0,65 0,76 0,84 3,7 6,8

4000
220 2860 10,6 55,4 66 71 71 0,75 0,85 0,91 5,0 9,6

230 2875 10,4 53,3 64 70 71 0,69 0,81 0,88 4,9 9,5

2,2 4000
220 2875 15,2 71,2 67 73 74 0,76 0,86 0,91 7,3 13,8

230 2885 15,3 74,5 63 70 73 0,69 0,80 0,88 7,3 15,0

PN
U

N

(40 motors 
Pollution Pollution 

(40 motors 

 
(40 motors 

Pollution Pollution 

(40 motors 

220 / 230 214 753 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220 / 230 214 755 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220 / 230 214 757 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220 / 230 214 758 6700L 6700 6715L 6715 6800L 6800 6815L 6815

1,10 220 / 230 224 750 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220 / 230 224 751 6700L 6700 6715L 6715 6800L 6800 6815L 6815

2,20 220 / 230 224 752 6700L 6700 6715L 6715 6800L 6800 6815L 6815
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a b c PE
brown grey yellow/green

P
N

UN Main phase   

220 / 230 326 807 942 / 952 10,6 - 13,0 38,3 - 46,8 38,3 - 46,8

220 / 230 326 808 942 / 952 7,3 - 8,9 23,9 - 29,3 23,9 - 29,3

220 / 230 326 809 942 / 952 4,8 - 5,8 18,5 - 22,7 18,5 - 22,7

220 / 230 326 810 942 / 952 3,5 - 4,3 14,8 - 18,0 14,8 - 18,0

220 / 230 326 811 942 / 952 2,6 - 3,2 6,9 - 8,4 6,9 - 8,4

220 / 230 326 812 942 / 952 2,0 - 2,4 5,3 - 6,4 5,3 - 6,4

220 / 230 326 813 942 / 952 1,3 - 1,6 3,8 - 4,6 3,8 - 4,6

L N 

L N 

0I

Z UW V 

1~
3-wire

a cb

PE 

Motor Leads*
2

4X1,5 14,6 ± 0,3 5,1 ± 0,3

L

1,5 310 178 501
2,5 310 178 502
5 310 178 505

10 310 178 510
15 310 178 515
20 310 178 520
30 310 178 530
40 310 178 540
50 310 178 550

2

4X1,5 9,8 ± 0,3

L

1,5 310 318 501
2,5 310 318 502
5 310 318 505
10 310 318 510
15 310 318 515
20 310 318 520
30 310 318 530
40 310 318 540
50 310 318 550

H

Ø

B

D 

Ø

L

12
,6

25
,5

L

14
,5

25
,5
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Material Description

4x Stud M8

Ø76,2 ±0,15
Ø
Ø

Ø

max. Ø

12,7 m
in.

Full S
pline

6,0

38,30
38,05

22
+2,5
- 2,0

PN L M
Motor with Lead 
in single pack

0,33 237,2 5,58 400 x 100 x 110 6,3 800 x 500 x 870 242
0,50 251,1 6,40 400 x 100 x 110 7,2 800 x 500 x 870 274,8
0,75 271,2 7,25 530 x 100 x 110 8,0 800 x 500 x 870 308,8
1,00 297,2 8,55 530 x 100 x 110 9,3 800 x 500 x 870 360,8

1,10 1,50 353,2 11,05 796 x 100 x 110 11,8 800 x 500 x 870 460,8
2,0 364,2 11,5 796 x 100 x 110 12,3 800 x 500 x 870 478,8

2,20 3,0 451,2 16,65 796 x 100 x 110 17,35 800 x 500 x 870 684,8

A

BUNA N

BUNA N

304SS / BUNA N

BUNA N

BUNA N

304SS / 1.4571

304SS / 1.4305

304SS / 1.4305

304SS / 1.4301

304SS / 1.4301

PPA

PPA

316SS / 1.4571

316SS / 1.4401

316SS / SiC-SiC

316SS / 1.4462

316SS / 1.4401

3016SS / 1.4571

EPR

Neoprene

AISI 304

AISI 316

304SS

EPR

Neoprene

AISI 316

AISI 316

316SS
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Part  Description

1 Nut M8 4 Kit C

2 Stud M8 4 Kit C

1 Kit B

4 1 Kit C

Motor lead 1 see page 22

6 Washer 1 Kit B

7 Top Endbell, Cover 1 Kit

8 Plug 1 Kit B

9 Filter 1 Kit B

10 Valve 1 Kit

11 Shaft Seal 1 Kit B

12 Top Endbell 1 Kit

1 Kit B

14 Rotor 1 see page 25

Stator 1 see page 25

16  Level washer 1 Kit A

17 1 Kit A

18 1 Kit B

19 Bottom Endbell 1 A1

20 1 Kit A

21 Segments 3 Kit A

22 1 Kit A

Diaphagm washer 1 Kit B

24 Diaphragm 1 Kit B

Bottom Endbell Cover 
304SS 1

156 414 201

Bottom Endbell Cover 
316SS 156 414 301

26 3 Kit C

2

4

8

9
10

14

3

6

1

19

20

21

22

16

17

18

19

24

25

26

15

5

7

11

13

12

7

11

13

12

304SS

316SS

23
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P
N
 UN Rotor

220 / 230 214 753 6700/6715 305 491 741 178 164 901K
220 / 230 214 755 6700/ 6715 305 491 742 178 164 902K
220 / 230 214 757 6700/ 6715 305 491 743 178 164 903K
220 / 230 214 758 6700/ 6715 305 491 744 178 164 905K

1,10 220 / 230 224 750 6700/ 6715 305 491 745 178 164 908K
220 / 230 224 751 6700/ 6715 305 491 746 178 164 909K

2,20 220 / 230 224 752 6700/ 6715 305 491 747 178 164 911K

P
N
 UN Rotor

220 / 230 214 753 6800/6815 305 491 741 178 164 951K
220 / 230 214 755 6800/6815 305 491 742 178 164 952K
220 / 230 214 757 6800/6815 305 491 743 178 164 953K
220 / 230 214 758 6800/6815 305 491 744 178 164 955K

1,10 220 / 230 224 750 6800/6815 305 491 745 178 164 958K
220 / 230 224 751 6800/6815 305 491 746 178 164 959K

2,20 220 / 230 224 752 6800/6815 305 491 747 178 164 961K

PN

Kit A1

Kit A2 4000N

Kit B 11, 13, 18, 23, 24

Kit C
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Part Description

1 1 Kit B

2 Washer 1 Kit B

Stud 4 Kit C

4 Nut 4 Kit C

1 Kit

6 Shaft Seal 1 Kit B

7 1 151 820 102

8 Top Endbell, Cover 1 Kit

9 2 Kit B

10 Top Endbell 1 Kit

11 1 Kit

12 Rotor 1 page 27

1 Kit A

14 Stator 1 page 27

1 Kit A

16 Level washer 1 Kit A

17 Bottom Endbell 1 Kit

18 Segments 3 Kit A

19 Diaphragm washer 1 151 314 101

20 1 Kit A

21 1 Kit B

22 1 Kit A

Diaphragm 1 Kit B

24 3 Kit C

Filter 1 Kit B

26 Bottom Endbell Cover 1 156 414 101

27 Washer 1 Kit

17

22

18

20

27

1

2

8

17

16

13

9

9

5
6

10

4

25

7

11

12

14

24

23

21

26

19

3
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P
N
 Thrust 

Bearing
End bell upper End bell, Lower Upthrust 

washer

Kit A1

177 231 904

Kit A1

150 954 102

177 233 904
151 093 105

2,2 177 233 904

Thrust bearing Kit  
13, 15, 16, 18 308 652 101

Kit A1
3000N / 4000N

 
9, 13, 16, 17, 18, 20, 22 308 464 901

Kit B1 Seal Kit 308 650 101
Kit B2 Seal Kit (Viton) 308 650 104
Kit C 308 656 101

P
N
 UN Rotor

220 / 230 214 753 1621 / L 305 491 141 178 156 902K
220 / 230 214 755 1621 / L 305 491 142 178 157 902K
220 / 230 214 757 1621 / L 305 491 143 178 158 902K
220 / 230 214 758 1621 / L 305 491 144 178 160 902K

1,10 220 / 230 224 750 1621 / L 305 491 145 178 163 902K
220 / 230 224 751 1621 / L 305 491 146 178 124 902K

2,20 220 / 230 224 752 2521 / L 305 491 147 178 126 902K

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

L
H

Ø

B B1

L

1,5 310 113 001 310 113 401
2,5 310 113 002 310 113 402
5 310 113 005 310 113 405
10 310 113 010 310 113 410
15 310 113 015 310 113 415
20 310 113 020 310 113 420
30 310 113 030 310 113 430
40 310 113 040 310 113 440
50 310 113 050 310 113 450

L

1,5 310 313 501
2,5 310 313 502
10 310 313 510
20 310 313 520
30 310 313 530
40 310 313 540
50 310 313 550

L

D 9,8mm

Ø 1,5mm2
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Part  Description

1 1 Kit C

2 Slinger 1 Kit C

Stud 4 Kit D

4 Nut 4 Kit D

1

6 Shaft Seal 1 Kit B

7 Retain Ring 1 Kit B

8 Ring 1 Kit B

9 2 Kit B

10 Top Endbell 1 Kit

11 1 Kit

12 Rotor 1 page 29

1 Kit A

14 Stator 1 page 29

1 Kit A

16 Level washer 1 Kit A

17 Bottom Endbell 1 Kit

18 Segments 3 Kit A

19 Diaphragm washer 1 151 314 101

20 1 Kit A

21 1 Kit B

22 1 Kit A

Diaphragm 1 Kit B

24 3 Kit D

Valve

26 Bottom Endbell Cover 1 156 414 102

27 1 308 279 903

28 Washer 1 308 747 201

17

22

18

20

7

1

2
5

17

16

13

9

9

8
6

28

4

11

12

14

24

23

21

26

19

3

27
10
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P
N
 UN Rotor

220 / 230 214 753 0521 / L 305 491 501 178 156 912K
220 / 230 214 755 0521 / L 305 491 502 178 157 912K
220 / 230 214 757 0521 / L 305 491 503 178 158 912K
220 / 230 214 758 0521 / L 305 491 504 178 160 912K

1,10 220 / 230 224 750 0521 / L 305 491 505 178 163 912K
220 / 230 224 751 0521 / L 305 491 506 178 124 912K

2,20 220 / 230 224 752 2221 / L 305 491 507 178 126 912K

PN
Thrust

Bearing
End bell, upper End bell, lower Upthrust washer 

Kit A1 177 390 955 Kit A1 308 268 104

up to 07.2008 Thrust bearing Kit

Kit A1
3000N / 4000N

 
9, 13, 16, 17, 18, 20, 22 308 464 901

Kit B Seals
Kit B2 Seal Kit (Viton) 308 650 106
Kit C
Kit D

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

L
H

Ø

B B1

L

1,5 310 113 501
2,5 310 113 502
5 310 113 505
10 310 113 510
15 310 113 515
20 310 113 520
30 310 113 530
40 310 113 540
50 310 113 550

L

1,5 310 313 501
2,5 310 313 502
10 310 313 510
20 310 313 520
30 310 313 530
40 310 313 540
50 310 313 550

L

D 9,8mm

Ø 1,5mm2
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The single phase 3-wire motor has been designed for 
torque and shaft power from single phase power supplies. It is therefore ideally 

• resin 

provides fast heat dissipation.
• 

winding)
• 
• 

• 
• 

• 
• 
• 
• 
• 
• Insulation: Cl.B
• Rated ambient temperature: 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 
• 
• 

Options
• 

lengths available)
• 
• Built in lightning arrestors
• 
• 
• 

4"

• Fluorelastomere (Viton®) rubber parts
• 
• 304SS (316SS Stator) graded stainless steel as standard
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P
N

UN Main phase   

220 / 230 326 813 912 1,3 - 1,6 3,8 - 4,6

220 / 230 326 813 912 1,0 - 1,3 2,5 - 3,1

PN
U

N Digit 

Motors in 

packing unit

Motors in single 
pack, with 

Motors in 

packing unit

Motors in single 
pack, with Lead*

Motors in 

packing unit

Motors in single 
pack, with Lead*

Motors in 

packing unit

Motors in single 
pack, with Lead*

2,2 220 / 230 224 752 3421 3421L 3422 3422L 3521 3521L 3522 3522L

220 / 230 224 753 3421 3421L 3422 3422L 3521 3521L 3522 3522L

PN Thrust UN nN IN IA TN TA

100 100

2,2 6500
220 2875 15,2 71,2 67 73 74 0,76 0,86 0,91 7,3 13,8
230 2885 15,3 74,5 63 70 73 0,69 0,80 0,88 7,3 15,0

6500
220 2880 22,5 97 72 77 78 0,98 0,99 0,99 12,3 16,1
230 2895 21,4 101 70 76 77 0,97 0,98 0,99 12,2 17,6
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L

1,5 310 313 501
2,5 310 313 502
10 310 313 510
20 310 313 520
30 310 313 530
40 310 313 540
50 310 313 550

L

D 9,8mm

Ø 1,5mm2

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

L

1,5 310 113 001 310 113 401 310 113 501
2,5 310 113 002 310 113 402 310 113 502
5 310 113 005 310 113 405 310 113 505

10 310 113 010 310 113 410 310 113 510
15 310 113 015 310 113 415 310 113 515
20 310 113 020 310 113 420 310 113 520
30 310 113 030 310 113 430 310 113 530
40 310 113 040 310 113 440 310 113 540
50 310 113 050 310 113 450 310 113 550

L
H

Ø

B B1

Electrical Connection

L N 

L N 

0 I

Z UW V 

1~
3-wire

a cb

PE 

a b c PE
brown grey yellow/green
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Material Description

5/16-24 UNF-2A EPR

BRASS
AISI 304
AISI 316

Ni -plated
brass / 
AISI 316

Neoprene

PN L L M M

2,2 520,2 529,4 21,3 21,8 796 x 100 x 110 23,1 23,6
652,5 661,7 26,4 27,3 904 x 100 x 110 28,5 29,4

L

F
ull spline

304 / 1.4301

304 / Cast Iron claded
BUNA N

BUNA N

Delrin 500

BUNA N

316 / 1.4571

304 / 1.4301

316 / Full 1.4404

304 / 1.4548
316 / 1.4548

304 / 1.4305
316 / 1.4401

NBR 70

NBR 60

304 / 1.4301
316 / 1.4404

304 / Cast Iron claded
316 / Full 1.4404

304 / 1.4310
316 / 1.4310
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Part  Description

1 1 Kit B

2 Washer 1 Kit B

Stud 4 Kit C

4 Nut 4 Kit C

1 Kit D

6 Shaft Seal 1

7 1 Kit D

8 Top Endbell, Cover 1 Kit D

9 1

10 Top Endbell 1 Kit D

11 1 Kit

12 Rotor 1 page 36

Stator 1 page 36

14 1 275 250 104

Bottom Endbell 1 Kit

16 1 Kit B

17 1 Kit A

18 Segment 1 Kit A

19 1 155 660 101

20 1 151 048 102

21 3 Kit C

22 Thrust housing 1 177 378 901

Diaphragm 1 Kit B

24 Spring 1 151 449 101

Cover, Diaphragm 1 155 647 101

26 6 Kit C

27 Cup spring, Diaphragm 1 151 448 101

29 Sealing stopper 1

Seal 1 Kit D

Filter 1
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29*

Part Description

1 1 Kit C

2 Slinger 1 Kit C

3 1

4 Shaft Seal 1 Kit B

5 Stud 4 Kit D

6 Nut 4 Kit D

7 1 308 279 903

8 Top Endbell 1 Kit

9 1 Kit B

10 1 Kit

11 Stator 1 page 36

12 Rotor 1 page 36

13 1 275 250 104

14 Bottom Endbell 1 Kit

15 1 Kit B

16 1 Kit A

17 Segments 1 Kit A

18 1 155 660 101

19 1 151 048 102

20 3 Kit D

21 Thrust housing 1 177 378 951

22 Diaphragm 1 Kit B

23 Spring 1 151 449 101

24 Cover, Diaphragm 1 155 647 201

25 6 Kit D

26 Cup spring, Diaphragm 1 151 448 101

27 Ring 1 Kit B

28 Retain Ring 1 Kit B

Washer 1 308 747 201
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P
N
 UN Rotor

2,2 220 / 230 224 752 3421 / L 305 491 181 178 126 903K

220 / 230 224 753 3421 / L 305 491 182 178 135 903K

PN

End bell upper 
End bell, Lower Upthrust washer 

2,2 308 233 509 177 379 921 308 268 104

308 434 501 177 379 921 308 317 901

Kit A Thrust Bearing Kit  
17, 18 308 700 301

Kit B Seal Kit  
1, 2, 6, 9, 16, 23,29, 31 308 900 351

Kit B1  
1, 2, 6, 9, 16, 23,29, 31 308 900 401

Kit C  
3, 4, 21, 26 308 658 351

PN End bell upper End bell, Lower Upthrust washer 

2,2
177 390 955 177 379 921 308 317 901

Kit A
Thrust bearing Kit 308 700 301

Kit B Seal Kit  
4, 9, 15, 22, 27, 28 308 900 302

Kit C 308 825 201

Kit D 308 658 301

PN UN Rotor

2,2 220 / 230 224 752 3521 / L 305 491 541 178 126 913K

220 / 230 224 753 3521 / L 305 491 542 178 135 913K
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4"

warranty.

• 

supports the winding and provides fast heat dissipation.
• 

running winding)
• 
• 

• 
• 

•
• 
• Rotation: reversible
• 
• Insulation: Cl.B
• Rated ambient temperature: 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 
• 

Options
• Built in lightning arrestors
• Motors in full 316SS
• 
• 
• 

• Fluorelastomere (Viton®) rubber parts
• 
• 304 graded stainless steel as standard, 316SS as an option
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PN UN Digit 

40 motors 40 motors 40 motors 40 motors

220, 230 234 751 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 761 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 791 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220, 230 234 752 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 762 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 792 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220, 230 234 753 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 763 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 793 6700L 6700 6715L 6715 6800L 6800 6815L 6815

1,10
220, 230 234 754 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 724 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 794 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220, 230 234 755 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 725 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 795 6700L 6700 6715L 6715 6800L 6800 6815L 6815

2,20
220, 230 234 756 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 726 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 796 6700L 6700 6715L 6715 6800L 6800 6815L 6815
220, 230 234 766 6700L 6700 6715L 6715 6800L 6800 6815L 6815
380 - 415 234 764 6700L 6700 6715L 6715 6800L 6800 6815L 6815

500 234 768 6700L 6700 6715L 6715 6800L 6800 6815L 6815

PN Thrust UN nN IN IA TN TA

50 75 100 50 75 100

4000

220 2850 1,91 8,83 55 63 66 0,60 0,71 0,79 1,23 2,70
230 2870 1,90 9,36 54 63 66 0,55 0,66 0,74 1,22 3,00
380 2850 1,10 5,10 55 63 66 0,60 0,71 0,79 1,23 2,70
400 2870 1,10 5,41 54 63 66 0,55 0,66 0,74 1,22 3,00
415 2880 1,14 5,61 53 61 65 0,51 0,62 0,71 1,23 3,20
500 2830 0,84 3,88 55 63 68 0,60 0,71 0,79 1,23 2,70

4000

220 2855 2,7 12,2 57 64 68 0,60 0,71 0,79 1,84 3,80
230 2870 2,8 12,9 55 63 68 0,53 0,65 0,74 1,82 4,20
380 2855 1,6 7,0 57 64 68 0,60 0,71 0,79 1,84 3,80
400 2870 1,6 7,4 55 63 68 0,53 0,65 0,74 1,82 4,20
415 2880 1,7 7,7 50 60 65 0,50 0,61 0,70 1,82 4,60
500 2855 1,2 5,3 57 64 68 0,60 0,71 0,79 1,84 3,80

4000

220 2840 3,5 17,4 63 69 70 0,61 0,73 0,81 2,51 6,05
230 2865 3,5 18,3 61 68 70 0,55 0,68 0,77 2,49 6,70
380 2840 2,0 10,1 63 69 70 0,61 0,73 0,81 2,51 6,05
400 2865 2,0 10,6 61 68 70 0,55 0,68 0,77 2,49 6,70
415 2875 2,1 10,9 58 66 69 0,51 0,63 0,73 2,48 7,20
500 2840 1,5 7,6 63 69 70 0,61 0,73 0,81 2,51 6,05

1,1 4000

220 2830 4,9 26,4 68 73 74 0,63 0,75 0,82 3,71 10,23
230 2850 4,9 27,8 66 72 74 0,57 0,69 0,78 3,67 11,33
380 2830 2,8 15,3 68 73 74 0,63 0,75 0,82 3,71 10,23
400 2850 2,8 16,0 66 72 74 0,57 0,69 0,78 3,67 11,33
415 2865 2,9 16,7 64 70 73 0,52 0,65 0,74 3,64 12,20
500 2830 2,1 11,6 68 73 74 0,63 0,75 0,82 3,71 10,23

4000

220 2830 6,7 34,0 67 72 73 0,62 0,74 0,83 5,04 12,77
230 2855 6,7 35,9 65 71 73 0,55 0,68 0,78 5,00 14,10
380 2830 3,9 19,7 67 72 73 0,62 0,74 0,83 5,04 12,77
400 2855 3,9 20,7 65 71 73 0,55 0,68 0,78 5,00 14,10
415 2865 4,0 21,5 62 69 72 0,50 0,63 0,73 5,00 15,20
500 2830 2,9 14,9 67 72 73 0,62 0,74 0,83 5,04 12,77

2,2 4000

220 2820 9,3 49,0 71 75 75 0,6 0,74 0,82 7,42 19,87
230 2845 9,5 51,6 69 74 75 0,52 0,66 0,77 7,37 22
380 2820 5,4 28,3 71 75 75 0,6 0,74 0,82 7,42 19,87
400 2845 5,5 29,8 69 74 75 0,52 0,66 0,77 7,37 22
415 2855 5,8 30,9 65 72 74 0,47 0,61 0,72 7,33 23,67
500 2820 4,1 21,5 71 75 75 0,6 0,74 0,82 7,42 19,87

4000

220 2820 12,8 69,1 73 77 77 0,61 0,74 0,82 10,16 28,80
230 2845 13,0 72,8 70 76 76 0,53 0,67 0,77 10,06 31,93
380 2820 7,4 39,9 73 77 77 0,61 0,74 0,82 10,16 28,80
400 2845 7,5 42,0 70 76 76 0,53 0,67 0,77 10,06 31,93
415 2855 7,9 43,6 67 73 75 0,47 0,61 0,72 10,04 34,33
500 2820 5,6 30,3 73 77 77 0,61 0,74 0,82 10,16 28,80
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Motor Leads*
2

4X1,5 14,6 ± 0,3 5,1 ± 0,3

L

1,5 310 178 501
2,5 310 178 502
5 310 178 505
10 310 178 510
15 310 178 515
20 310 178 520
30 310 178 530
40 310 178 540
50 310 178 550

2

4X1,5 9,8 ± 0,3

L

1,5 310 318 501
2,5 310 318 502
5 310 318 505
10 310 318 510
15 310 318 515
20 310 318 520
30 310 318 530
40 310 318 540
50 310 318 550

a b c PE
brown grey yellow/green

PN UN
220 - 230 326 775 945 / 955 14,6 - 17,8

380 - 400 - 415 326 710 945 / 955 44,8 - 54,8
500 326 787 945 / 955 90,8 - 111,0

220 - 230 326 776 945 / 955 11,3 - 13,8
380 - 400 - 415 326 711 945 / 955 34,2 - 41,8

500 326 788 945 / 955 57,3 - 70,0
220 - 230 326 777 945 / 955 7,6 - 9,2

380 - 400 - 415 326 712 945 / 955 23,2 - 28,3
500 326 789 945 / 955 38,7 - 47,3

1,1
220 - 230 326 778 945 / 955 4,5 - 5,4

380 - 400 - 415 326 713 945 / 955 13,8 - 16,8
500 326 790 945 / 955 23,1 - 28,3

220 - 230 326 779 945 / 955 3,6 - 4,3
380 - 400 - 415 326 714 945 / 955 10,9 - 13,4

500 326 791 945 / 955 20,7 - 25,3

2,2
220 - 230 326 780 945 / 955 2,5 - 3,0

380 - 400 - 415 326 715 945 / 955 7,1 - 8,6
500 326 792 945 / 955 11,9 - 14,5

220 - 230 326 781 945 / 955 1,5 - 1,9
380 - 400 - 415 326 716 945 / 955 4,7 - 5,8

500 326 793 945 / 955 8,4 - 10,2

L1 L2 L3 

3~

I > I > I > 

0I

a bc

PE 

H

Ø

B

D 

Ø

L
12

,6

25
,5

L

14
,5

25
,5
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Material Decription

PN L M
Motor with Lead 
in single pack

0,5 237,2 5,58 400 x 100 x 110 6,3 800 x 500 x 870 242
0,75 251,1 6,40 400 x 100 x 110 7,2 800 x 500 x 870 274,8
1,0 271,2 7,25 530 x 100 x 110 8,0 800 x 500 x 870 308,8

1,10 1,5 297,2 8,55 530 x 100 x 110 9,3 800 x 500 x 870 360,8
2,0 321,2 9,55 530 x 100 x 110 10,3 800 x 500 x 870 400,8

2,20 3,0 353,2 11,05 796 x 100 x 110 11,8 800 x 500 x 870 460,8
4,0 408,2 13,55 796 x 100 x 110 14,3 800 x 500 x 870 560,8

4x Stud M8

Ø76,2 ±0,15

Ø
Ø

Ø

max. Ø

12,7 m
in.

Full S
pline

6,0

38,30
38,05

22
+2,5
- 2,0

A

BUNA N

BUNA N

304SS / BUNA N

BUNA N

BUNA N

304SS / 1.4571

304SS / 1.4305

304SS / 1.4305

304SS / 1.4301

304SS / 1.4301

PPA

PPA

316SS / 1.4571

316SS / 1.4401

316SS / SiC-SiC

316SS / 1.4462

316SS / 1.4401

3016SS / 1.4571

EPR

Neoprene

AISI 304

AISI 316

304SS

EPR

Neoprene

AISI 316

AISI 316

316SS
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Part  Description

1 Nut M8 4 Kit C

2 Stud M8 4 Kit C

1 Kit B

4 1 Kit C

Motor lead 1 see page 39

6 Washer 1 Kit B

7 Top Endbell, Cover 1 Kit

8 Plug 1 Kit B

9 Filter 1 Kit B

10 Valve 1 Kit

11 Shaft Seal 1 Kit B

12 Top Endbell 1 Kit

1 Kit B

14 Rotor 1 see page 42

Stator 1 see page 42

16 Level washer 1 Kit A

17 1 Kit A

18 1 Kit B

19 Bottom Endbell 1 A1

20 1 Kit A

21 Segments 3 Kit A

22 1 Kit A

Diaphragm washer 1 Kit B

24 Diaphragm 1 Kit B

Bottom Endbell Cover 
304SS 1

156 414 201

Bottom Endbell Cover 
316SS 156 414 301

26 3 Kit C

2

4

8

9
10

14

3

6

1

19

20

21

22

16

17

18

19

24

25

26

15

5

7

11

13

12

7

11

13

12

304SS

316SS

23
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PN UN Rotor
220, 230 234 751 6700 / 6715 305 491 751

178 164 901K380, 400, 415 234 761 6700 / 6715 305 491 761
500 234 791 6700 / 6715 305 491 771

220, 230 234 752 6700 / 6715 305 491 752
178 164 902K380, 400, 415 234 762 6700 / 6715 305 491 762

500 234 792 6700 / 6715 305 491 772
220, 230 234 753 6700 / 6715 305 491 753

178 164 903K380, 400, 415 234 763 6700 / 6715 305 491 763
500 234 793 6700 / 6715 305 491 773

1,10
220, 230 234 754 6700 / 6715 305 491 754

178 164 905K380, 400, 415 234 724 6700 / 6715 305 491 764
500 234 794 6700 / 6715 305 491 774

220, 230 234 755 6700 / 6715 305 491 755
178 164 907K380, 400, 415 234 725 6700 / 6715 305 491 765

500 234 795 6700 / 6715 305 491 775

2,20
220, 230 234 756 6700 / 6715 305 491 756

178 164 908K380, 400, 415 234 726 6700 / 6715 305 491 766
500 234 796 6700 / 6715 305 491 776

220, 230 234 766 6700 / 6715 305 491 757
178 164 910K380, 400, 415 234 764 6700 / 6715 305 491 767

500 234 768 6700 / 6715 305 491 777

PN  

Kit A1

Kit A2

Kit B 11, 13, 18, 23

Kit C

PN UN Rotor
220, 230 234 751 6800 / 6815 305 491 751

178 164 951K380, 400, 415 234 761 6800 / 6815 305 491 761
500 234 791 6800 / 6815 305 491 771

220, 230 234 752 6800 / 6815 305 491 752
178 164 952K380, 400, 415 234 762 6800 / 6815 305 491 762

500 234 792 6800 / 6815 305 491 772
220, 230 234 753 6800 / 6815 305 491 753

178 164 953K380, 400, 415 234 763 6800 / 6815 305 491 763
500 234 793 6800 / 6815 305 491 773

1,10
220, 230 234 754 6800 / 6815 305 491 754

178 164 955K380, 400, 415 234 724 6800 / 6815 305 491 764
500 234 794 6800 / 6815 305 491 774

220, 230 234 755 6800 / 6815 305 491 755
178 164 957K380, 400, 415 234 725 6800 / 6815 305 491 765

500 234 795 6800 / 6815 305 491 775

2,20
220, 230 234 756 6800 / 6815 305 491 756

178 164 958K380, 400, 415 234 726 6800 / 6815 305 491 766
500 234 796 6800 / 6815 305 491 776

220, 230 234 766 6800 / 6815 305 491 757
178 164 960K380, 400, 415 234 764 6800 / 6815 305 491 767

500 234 768 6800 / 6815 305 491 777
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Part Description

1 1 Kit B

2 Washer 1 Kit B

3 Stud 4 Kit C

4 Nut 4 Kit C

5 1 Kit

6 Shaft Seal 1 Kit B

7 1 151 820 102

8 Top Endbell, Cover 1 Kit

9 2 Kit B

10 Top Endbell 1 Kit

11 1 Kit

12 Rotor 1 page 44

13 1 Kit A

14 Stator 1 page 44

15 1 Kit A

16 Level washer 1 Kit A

17 Bottom Endbell 1 Kit

18 Segments 3 Kit A

19 Diaphragm washer 1 151 314 101

20 1 Kit A

21 1 Kit B

22 1 Kit A

23 Diaphragm 1 Kit B

24 3 Kit C

25 Filter 1 Kit B

26 Bottom Endbell Cover 156 414 101

27 Washer 1 Kit
17

22

18

20

27

1

2

8

17

16

13

9

9

5
6

10

4

25

7

11

12

14

24

23

21

26

19

3
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PN
UN Rotor

220, 230 234 751 1621 305 491 301
178 156 902K380, 400, 415 234 761 1621 305 491 321

500 234 791 1621 305 491 341
220, 230 234 752 1621 305 491 302

178 157 902K380, 400, 415 234 762 1621 305 491 322
500 234 792 1621 305 491 342

220, 230 234 753 1621 305 491 303
178 158 902K380, 400, 415 234 763 1621 305 491 323

500 234 793 1621 305 491 343

1,10
220, 230 234 754 1621 305 491 304

178 160 902K380, 400, 415 234 724 1621 305 491 324
500 234 794 1621 305 491 344

220, 230 234 7551621 305 491 305
178 162 902K380, 400, 415 234 725 1621 305 491 325

500 234 795 1621 305 491 345

2,20
220, 230 234 756 2521 305 491 306

178 163 902K380, 400, 415 234 726 2521 305 491 326
500 234 796 2521 305 491 346

220, 230 234 766 2521 305 491 307
178 125 902K380, 400, 415 234 764 2521 305 491 327

500 234 768 2521 305 491 347

PN
Thrust

Bearing
End bell, Upper End bell, Lower Upthrust washer

Kit A1

177 231 904

Kit A1

150 954 102

177 233 904 151 093 105

up to 07.2008
Thrust bearing Kit  

13, 15, 16, 18, 20 308 652 101

Kit A1 308 464 901

Kit B1 308 650 101

Kit B2 308 650 104

Kit C 308 656 101

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

L
H

Ø

B B1

L

1,5 310 113 001 310 113 401
2,5 310 113 002 310 113 402
5 310 113 005 310 113 405
10 310 113 010 310 113 410
15 310 113 015 310 113 415
20 310 113 020 310 113 420
30 310 113 030 310 113 430
40 310 113 040 310 113 440
50 310 113 050 310 113 450
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Part  Decription

1 1 Kit C

2 Slinger 1 Kit C

Stud 4 Kit D

4 Nut 4 Kit D

1

6 Shaft Seal 1 Kit B

7 Retain Ring 1 Kit B

8 Ring 1 Kit B

9 2 Kit B

10 Top Endbell 1 Kit

11 1 Kit

12 Rotor 1 page 46

1 Kit A

14 Stator 1 page 46

1 Kit A

16 Level washer 1 Kit A

17 Bottom Endbell 1 Kit

18 Segments 3 Kit A

19 Diaphragm washer 1 151 314 101

20 1 Kit A

21 1 Kit B

22 1 Kit A

Diaphragm 1 Kit B

24 3 Kit D

Valve

26 Bottom Endbell Cover 1 156 414 102

27 1 308 279 903

28 Washer 1 308 747 201

17

22

18

20

7

1

2
5

17

16

13

9

9

8
6

28

4

11

12

14

24

23

21

26

19

3

27
10
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PN UN Rotor

220, 230 234 751 0521 305 491 581
178 156 912K380, 400, 415 234 761 0521 305 491 601

500 234 791 0521 305 491 621
220, 230 234 752 0521 305 491 582

178 157 912K380, 400, 415 234 762 0521 305 491 602
500 234 792 0521 305 491 622

220, 230 234 753 0521 305 491 583
178 158 912K380, 400, 415 234 763 0521 305 491 603

500 234 793 0521 305 491 623

1,10
220, 230 234 754 0521 305 491 584

178 160 912K380, 400, 415 234 724 0521 305 491 604
500 234 794 0521 305 491 624

220, 230 234 755 0521 305 491 585
178 162 912K380, 400, 415 234 725 0521 305 491 605

500 234 795 0521 305 491 625

2,20
220, 230 234 756 2221 305 491 586

178 163 912K380, 400, 415 234 726 2221 305 491 606
500 234 796 2221 305 491 626

220, 230 234 766 2221 305 491 587
178 125 912K380, 400, 415 234 764 2221 305 491 607

500 234 768 2221 305 491 627

PN Thrust Bearing End bell, upper End bell, lower Upthrust washer 

Kit A1 177 390 955 Kit A1 308 268 104

Kit A1  
9, 13, 16, 17, 18, 20, 22 308 464 901

Kit B1 308 650 105

Kit B2 308 650 106

Kit C 308 825 201

Kit D 308 656 102

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

L
H

Ø

B B1

L

1,5 310 113 501
2,5 310 113 502
5 310 113 505
10 310 113 510
15 310 113 515
20 310 113 520
30 310 113 530
40 310 113 540
50 310 113 550
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• 

winding and provides fast heat dissipation.
• 

winding)
• 
• 

• 
• 

• 
• 
• 
• Rotation: reversible
• 
• Insulation: Cl.B
• Rated ambient temperature: 30°C
• 
• Max. starts/hr.: 20, equally distributed
• 
• 

• 
• 

Options
• Motors in full 316SS with SiC seal
• 

• Built-in lightning arrestor
• 
• 
• 

4"

• Fluorelastomere (Viton®) rubber parts
• 
• 304 graded stainless steel as standard, 316SS as an option

• For use in water that has more salinity than fresh water, but not as 

• 

.
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PN UN (Motors in 40 

unit)

 (with Lead and (Motors in 40 

unit)

((with Lead and 

Pollution 

(with Lead and 
Motor

 (with Lead and DOL Y
(only in 316SS)

2,2
220, 230 234 756 234 780 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 726 234 770 3421 3421L 3521 3521L 3422L 3424L

500 234 796 - 3421 3421L 3521 3521L 3422L 3424L

220, 230 234 766 234 781 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 764 234 771 3421 3421L 3521 3521L 3422L 3424L

500 234 768 - 3421 3421L 3521 3521L 3422L 3424L

220, 230 234 757 234 782 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 727 234 772 3421 3421L 3521 3521L 3422L 3424L

500 234 797 - 3421 3421L 3521 3521L 3422L 3424L

4,0
220, 230 234 767 234 783 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 765 234 773 3421 3421L 3521 3521L 3422L 3424L

500 234 769 - 3421 3421L 3521 3521L 3422L 3424L

220, 230 234 758 234 784 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 728 234 778 3421 3421L 3521 3521L 3422L 3424L

500 234 798 - 3421 3421L 3521 3521L 3422L 3424L

220, 230 - - 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 729 234 779 3421 3421L 3521 3521L 3422L 3424L

500 234 799 - 3421 3421L 3521 3521L 3422L 3424L

380 - 415 234 788 - 3429L 3529L
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PN Thrust UN nN IN IA TN TA

50 75 100 50 75 100

2,2

220 2820 9,3 49,0 71 75 75 0,6 0,74 0,82 7,42 19,87
230 2845 9,5 51,6 69 74 75 0,52 0,66 0,77 7,37 22
380 2820 5,4 28,3 71 75 75 0,6 0,74 0,82 7,42 19,87
400 2845 5,5 29,8 69 74 75 0,52 0,66 0,77 7,37 22
415 2855 5,8 30,9 65 72 74 0,47 0,61 0,72 7,33 23,67
500 2820 4,1 21,5 71 75 75 0,6 0,74 0,82 7,42 19,87
220 2820 12,8 69,1 73 77 77 0,61 0,74 0,82 10,16 28,80
230 2845 13,0 72,8 70 76 76 0,53 0,67 0,77 10,06 31,93
380 2820 7,4 39,9 73 77 77 0,61 0,74 0,82 10,16 28,80
400 2845 7,5 42,0 70 76 76 0,53 0,67 0,77 10,06 31,93
415 2855 7,9 43,6 67 73 75 0,47 0,61 0,72 10,04 34,33
500 2820 5,6 30,3 73 77 77 0,61 0,74 0,82 10,16 28,80
220 2815 15,3 86,1 75 79 78 0,62 0,75 0,83 12,6 37,5
230 2840 15,5 90,6 73 77 78 0,54 0,69 0,78 12,5 41,5
380 2815 8,8 49,7 75 79 78 0,62 0,75 0,83 12,6 37,5
400 2840 9,0 52,3 73 77 78 0,54 0,69 0,78 12,5 41,5
415 2850 9,3 54,3 70 76 77 0,49 0,63 0,73 12,4 44,7
500 2815 6,7 37,8 75 79 78 0,62 0,75 0,83 12,6 37,5

4

220 2820 16,7 93,7 75 78 78 0,60 0,74 0,82 13,5 39,7
230 2840 17,2 98,7 72 77 78 0,52 0,67 0,77 13,4 44,0
380 2820 9,7 54,1 75 78 78 0,60 0,74 0,82 13,5 39,7
400 2840 9,9 57,0 72 77 78 0,52 0,67 0,77 13,4 44,0
415 2855 10,4 59,1 69 75 77 0,47 0,61 0,72 13,4 47,4
500 2820 7,3 41,1 75 78 78 0,60 0,74 0,82 13,5 39,7
220 2845 21,9 127,0 77 80 79 0,66 0,79 0,85 18,5 51,0
230 2865 21,8 133,7 75 79 79 0,59 0,73 0,81 18,3 56,5
380 2845 12,6 73,3 77 80 79 0,66 0,79 0,85 18,5 51,0
400 2865 12,6 77,2 75 79 79 0,59 0,73 0,81 18,3 56,5
415 2875 12,8 80,1 73 77 79 0,54 0,68 0,77 18,2 60,9
500 2845 9,6 55,7 77 80 79 0,66 0,79 0,85 18,5 51,0
380 2830 17,2 94,3 78 80 79 0,66 0,79 0,86 25,3 65,9
400 2855 17,1 99,3 75 79 79 0,58 0,72 0,81 25,1 73,1
415 2865 17,6 103,0 73 78 79 0,52 0,67 0,77 25,0 78,6
500 2830 13,1 71,7 78 80 79 0,66 0,79 0,86 25,3 65,9
380 2825 21,2 108,0 77 80 79 0,65 0,78 0,86 31,4 73,8
400 2850 21,4 113,0 75 79 79 0,56 0,71 0,81 31,1 81,8
415 2860 22,1 118,0 72 77 78 0,47 0,58 0,76 31,0 88,0
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Electrical Connection DOL

L1 L2 L3 

3~

I > I > I > 

0I

a bc

PE 

a b c PE
brown grey yellow/green

PN UN

2,2
220 - 230 326 780 902 2,5 - 3,0

380 - 400 - 415 326 715 902 7,1 - 8,6
500 326 792 902 11,9 - 14,5

220 - 230 326 781 902 1,5 - 1,9
380 - 400 - 415 326 716 902 4,7 - 5,8

500 326 793 902 8,4 - 10,2
220 - 230 326 784 902 1,2 - 1,5

380 - 400 - 415 326 717 902 3,7 - 4,5
500 326 796 902 6,5 - 7,9

4,0
220 - 230 326 785 902 1,1 - 1,3

380 - 400 - 415 326 718 902 3,3 - 4,0
500 326 797 902 5,8 - 7,1

220 - 230 326 786 902 0,9 - 1,1
380 - 400 - 415 326 719 902 2,6 - 3,2

500 326 798 902 4,6 - 5,7
380 - 400 - 415 326 720 902 1,9 - 2,3

500 326 799 902 3,3 - 4,1
9,3 380 - 400 - 415 326 995 920 1,5 - 1,7
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L

1,5 310 313 501
2,5 310 313 502
10 310 313 510
20 310 313 520
30 310 313 530
40 310 313 540
50 310 313 550

L

D 9,8mm

Ø 1,5mm2

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

1,5 310 113 001 310 113 401 310 113 501
2,5 310 113 002 310 113 402 310 113 502
5 310 113 005 310 113 405 310 113 505

10 310 113 010 310 113 410 310 113 510
15 310 113 015 310 113 415 310 113 515
20 310 113 020 310 113 420 310 113 520
30 310 113 030 310 113 430 310 113 530
40 310 113 040 310 113 440 310 113 540
50 310 113 050 310 113 450 310 113 550

L
H

Ø

B B1

H

Ø

B B1

Ø
2

B B1 H

16,8 ± 0,3 10,7 ± 0,3 5,0 ± 0,3

2,5 310 116 502K

5 310 116 505K

10 310 116 510K

20 310 116 520K

30 310 116 530K

L
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Material Decription

5/16-24 UNF-2A EPR

BRASS
AISI 304
AISI 316

Ni -plated
brass / 
AISI 316

Neoprene

L

F
ull spline

PN Motor with Lead  ,in single pack

2,2 422,2 431,4 15,0 15,5 796 x 100 x 110 16,8
477,2 486,4 17,0 17,5 796 x 100 x 110 18,9
520,2 529,4 19,1 19,6 796 x 100 x 110 20,9

4,0 543,2 552,4 20,0 20,5 796 x 100 x 110 21,8
652,5 661,7 26,6 27,1 904 x 100 x 110 28,7
730,5 739,7 30,6 31,1 904 x 100 x 110 32,7

304 / 1.4301

304 / Cast Iron claded
BUNA N

BUNA N

Delrin 500

BUNA N

316 / 1.4571

304 / 1.4301

316 / Full 1.4404

304 / 1.4548
316 / 1.4548

304 / 1.4305
316 / 1.4401

NBR 70

NBR 60

304 / 1.4301
316 / 1.4404

304 / Cast Iron claded
316 / Full 1.4404

304 / 1.4310
316 / 1.4310
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PN L M
Motor with Lead 
in single pack

855,1 37,9 904 x 100 x 110 41,3

Part Material description

1.4301

End bell, upper 1.4401

End bell, lower Cast iron

Thrust housing 1.4401

SiC / SiC

1.4401

NBR

17-4 SS

NBR

Cast iron / 1.4301

Motor Lead EPR

NBR 70

L
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Part  Description

1 1 Kit B

2 Washer 1 Kit B

Stud 4 Kit C

4 Nut 4 Kit C

1 Kit D

6 Shaft Seal 1

7 1 Kit D

8 Top Endbell, Cover 1 Kit D

9 1

10 Top Endbell 1 Kit D

11 1 Kit

12 Rotor 1 page 55

Stator 1 page 55

14 1 275 250 104

Bottom Endbell 1 Kit

16 1 Kit B

17 1 Kit A

18 Segment 1 Kit A

19 1 155 660 101

20 1 151 048 102

21 3 Kit C

22 Thrust housing 1 177 378 901

Diaphragm 1 Kit B

24 Spring 1 151 449 101

Cover, Diaphragm 1 155 647 101

26 6 Kit C

27 Cup spring, Diaphragm 1 151 448 101

29 Sealing stopper 1

Seal 1 Kit D

Filter 1
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PN UN Rotor

2,2

220, 230 234 756 3421/3422 305 491 361

178 163 903K380, 400, 415 234 726 3421/3422 305 491 381

500 234 796 3421/3422 305 491 401

220, 230 234 766 3421/3422 305 491 362

178 125 903K380, 400, 415 234 764 3421/3422 305 491 382

500 234 768 3421/3422 305 491 402

220, 230 234 757 3421/3422 305 491 363

178 126 903K380, 400, 415 234 727 3421/3422 305 491 383

500 234 797 3421/3422 305 491 403

4,0

220, 230 234 767 3421/3422 305 491 364

178 127 903K380, 400, 415 234 765 3421/3422 305 491 384

500 234 769 3421/3422 305 491 404

220, 230 234 758 3421/3422 305 491 365

178 133 903K380, 400, 415 234 728 3421/3422 305 491 385

500 234 798 3421/3422 305 491 405

380, 400, 415 234 729 3421/3422 305 491 386
178 134 903K

500 234 799 3421/3422 305 491 406

PN Thrust
Bearings

End bell upper End bell, lower Upthrust washer 

2,2

Kit D1

4,0

Kit D2

Kit A
Thrust Bearing Kit  

17, 18

Kit B Seal Kit  
1, 2, 6, 9, 16, 23, 29, 31

Kit B1  
1, 2, 6, 9, 16, 23, 29, 31

Kit C  
3, 4, 21, 26

Kit D1 End bell PE  
5, 6, 7, 8, 9, 10, 29, 30, 31

Kit D2 End bell PE  
5, 6, 7, 8, 9, 10, 29, 30, 31
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29*

Part Description

1 1 Kit C

2 Slinger 1 Kit C

1

4 Shaft Seal 1 Kit B

Nut 4 Kit D

6 Stud 4 Kit D

7 1 308 279 903

8 Top Endbell 1 Kit

9 1 Kit B

10 1 Kit

11 Stator 1 page 57

12 Rotor 1 page 57

1 275 250 104

14 Bottom Endbell 1 Kit

1 Kit B

16 1 Kit A

17 Segments 1 Kit A

18 1 155 660 101

19 1 151 048 102

20 3 Kit D

21 Thrust housing 1 177 378 951

22 Diaphragm 1 Kit B

Spring 1 151 449 101

24 Cover, Diaphragm 1 155 647 201

6 Kit D

26 Cup spring, Diaphragm 1 151 448 101

27 Ring 1 Kit B

28 Retain Ring 1 Kit B

29* Washer 1 308 747 201
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PN UN Rotor

2,2
220, 230 234 756 3521/3522 305 491 641

178 163 913K380, 400, 415 234 726 3521/3522 305 491 661

500 234 796 3521/3522 305 491 681

220, 230 234 766 3521/3522 305 491 642

178 125 913K380, 400, 415 234 764 3521/3522 305 491 662

500 234 768 3521/3522 305 491 682

220, 230 234 757 3521/3522 305 491 643

178 126 913K380, 400, 415 234 727 3521/3522 305 491 663

500 234 797 3521/3522 305 491 683

4,0
220, 230 234 767 3521/3522 305 491 644

178 127 913K380, 400, 415 234 765 3521/3522 305 491 664

500 234 769 3521/3522 305 491 684

220, 230 234 758 3521/3522 305 491 645

178 133 913K380, 400, 415 234 728 3521/3522 305 491 665

500 234 798 3521/3522 305 491 685

380, 400, 415 234 729 3521/3522 305 491 666
178 134 913K

500 234 799 3521/3522 305 491 686

PN

End bell, upper
End bell, lower Upthrust 

washer
~ DOL ~ Y

177 390 955 177 390 956

177 390 951 177 390 953

Kit A Thrust bearing Kit

Kit B Seal Kit  
3, 4, 9 ,15, 22, 27, 28

Kit B1  
1, 2, 3, 4, 9 ,15, 22, 27, 28

Kit C Slinger Kit  
1, 2, 3

Kit D  
5, 6, 20, 25



58

Description

1 1 Kit B

2 Washer 1 275 542 102

Slinger 1 Kit B

4 3 Kit C

1 156 275 102

6 Shaft Seal 1 Kit B

7 Nut 4 Kit C

8 Stud 4 Kit C

9 1 282 230 101

10 Top Endbell 1 177 553 901

11 1 Kit B

12 1 308 317 901

Stator 1 see page 59

14 Rotor 1 see page 59

Bottom Endbell 1 177 379 901

16 1 275 250 104

17 1 Kit A

18 Segments 3 Kit A

19 1 155 660 101

20 1 Kit B

21 Thrust housing 1 177 378 901

22 1 151 048 102

3 Kit C

24 Diaphragm 1 Kit B

Cup spring, Diaphragm 1 151 448 201

26 Spring 1 151 449 101

27 Diaphragm housing 1 177 965 101

28 6 Kit C

29 Filter 1 156 276 101

Cover, Diaphragm 1 156 278 101

3 Kit C

2 Kit C

1 see page 51

1
2

3
4
5
6

7
8

9
10

11

12

13
14

32
33

15
20

21

24
25

26
27

28
29

30
31

16

17
18
19

22

23
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PN UN Rotor

380 - 415 234 788 326 995 920 178 139 915

PN Thrust Bearing End bell, upper  

177 553 901 177 379 901 308 317 901

Kit A Thrust Bearing Kit 308 700 301

Kit B 308 900 501

Kit C 308 658 501
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Ø 5,2
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Europa GmbH

Made in Europe

SubStart SC - PSC

DATE CODE

07G62

Model    SS037PSC        For 4“   1~ Motors S1  

Overload: Manual Reset       Protection: IP 54      Standard: IEC 60493-1

50 HZ
kW 0,37
HP 0,5

V  220

V  230

V  240

5,0 A  max.

 450V

90

140

® 
The SubStartSC®

® motor 

submersible motors you now have an tangible water system  
advantage resulting in ease of installation and reliable 

. 

• 
• 

• 
motors

® 

Part
1

2
Motor
rating Current current4

Capacitor
[

284 623 3510 SS025SC 0,25 2,4 9,4 12,5

284 624 3510 SS037SC 0,37 3,3 12,6 16

284 625 3510 SS055SC 0,55 4,3 17,7 20

284 626 3510 SS075SC 0,75 5,7 22,7 35

284 627 3510 SS110SC 1,10 8,4 33,9 40

284 628 3510 SS150SC 1,50 10,7 41,7 50

284 629 3510 SS220SC 2,20 14,7 61,8 70

Notes:

1. Can be used with both 220-230V and 230-240V PSC motor ranges.
2. 
3. 
4. 

Mounting Easy wall mounting without destroying the 

wiring.
Enclosure
Protection IP54

Material

ON/OFF switch of power
Circuit      bre
aker motor.

Capacitor
Terminal board suitable for ease of reliable 

Cable glands Cable glands to ensure IP54 rating

Mechanical
Protection level IP54

168 x 142 x 85mm

Mounting Wall mounting (mounting hard-
ware provided)

-
tion)

Electrical

single phase

Current 2,2 - 16 A

Power

IEC 60439-1
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SC® 

1

2
4

Rating

308 005 801 - 12,5
308 005 802 - 16
308 005 803 - 20
308 005 804 - 35

1,1 308 005 805 - 40
308 005 806 - 50

2,2 308 005 807 - 70

308 005 822

Rating

308 005 811 - 3
308 005 812 - 5
308 005 813 - 6
308 005 814 - 8

1,1 308 005 815 - 10
308 005 816 - 13

2,2 308 005 817 - 18

308 005 821
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H

L

B

190 184 106
250 256 140

® 

Motor 
Rating ber Current Current

SS037P3                           288 500 3510 1,1 5,4

SS055P3 288 501 3510 1,6 7,4

SS075P3 288 502 3510 2 10,6

1,10 SS110P3 288 503 3510 2,8 16

SS150P3 288 504 3510 3,9 20,7

2,20 SS220P3 288 505 3510 5,5 29,8

SS300P3 288 506 3510 7,5 42

SS370P3 288 507 3510 9 52,3

4,0 SS400P3 288 508 3510 9,9 57

SS550P3 288 509 3510 12,6 77,2

SS750P3 288 510 3510 17,1 99,3

IP 54

Environment
This equipment is suitable for 

61439 - 1 : 2010
Altitude max 2000m above sea level

External dimensions

Weight

Mounting Wall mounting (mounting hardware 
provided)

Storage temperature

Humidity -
tion)

Rated insulation voltage
Rated short-time withstand 

-

Current 5A, 9A, 16 A

Power

IEC/EN 61439 - 1 : 2010

® 
The SubStart3P®

®

water system  advantage resulting in ease of installation and 

• 
• 

• 

Mounting Easy wall mounting without destroying the 

wiring.
Enclosure
Protection IP54
Material  

Circuit  breaker

Cable glands Ensure IP54 rating
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2 1

1   Part: Contactor

Rating

308 027 201
308 027 201
308 027 201

1,1 308 027 201
308 027 201

2,2 308 027 202
308 027 202
308 027 203

4,0 308 027 203
308 027 204
308 027 205

Rating

308 027 101
308 027 102
308 027 102

1,1 308 027 103
308 027 104

2,2 308 027 104
308 027 105
308 027 105

4,0 308 027 106
308 027 106
308 027 107

® 
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® 
®

®

water system  advantage resulting in ease of installation and reliable 
. 

• 
• -

• 

Part Motor
rating Current current

Capacitor

284 623 3511 ST025PSC 0,25 2,4 9,4 12,5

284 624 3511 ST037PSC 0,37 3,3 12,6 16
284 625 3511 ST055PSC 0,55 4,3 17,7 20
284 626 3511 ST075PSC 0,75 5,7 22,7 35
284 627 3511 ST110PSC 1,10 8,4 33,9 40
284 628 3511 ST150PSC 1,50 10,7 41,7 50
284 629 3511 ST220PSC 2,20 14,7 61,8 70

Mechanical
Protection level IP54

290 x 230 x 95mm

Mounting Wall mounting (with options)

Electrical

Current 16 A
Power

IEC 60439-1 when supplied with suitably fused supply.

Europa GmbH

Made in Europe

SubTronic SC - PSC

DATE CODE

07G62

Model    ST037PSC        For 4“   1~ Motors S1  

Overload: Manual Reset       Protection: IP 54      Standard: IEC 60493-1

50 HZ
kW 0,37
HP 0,5

V  220

V  230

V  240

5,0 A  max.

 450V

90

23023
0

19
0

140

195

24
5

180

Ø 5,2

Mounting

Wiring

®

Wide range of ope-
ration

Compatibility with motor design allows for a wide 

tripping.

(without probes)
Prevents motor and pump damage due to running 
the pump without water based on a proprietary 

Dry-run auto- reset -

®

motor. Reset time approximately 3 minutes.

-
mately 10 minutes.

Faulty Start          

Indicators
Status -

tion.

Voltage
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® 

308 005 822 308 005 821

4
2

1

Rating

308 005 801 - 12,5
308 005 802 - 16
308 005 803 - 20
308 005 804 - 35

1,1 308 005 805 - 40
308 005 806 - 50

2,2 308 005 807 - 70

Rating

308 005 811 - 3
308 005 812 - 5
308 005 813 - 6
308 005 814 - 8

1,1 308 005 815 - 10
308 005 816 - 13

2,2 308 005 817 - 18

4
2

1



220

Mounting

Wiring

®

Wide range of ope-
ration

Compatibility with motor design allows for a wide 

tripping.

(without probes)
Prevents motor and pump damage due to running 
the pump without water based on a proprietary relia-

Dry-run auto- reset -

-

®

time approximately 3 minutes.
-

minutes. Manual reset possible in approximately 5 
minutes by reapplying power.

-

-
tely 5 minutes by reapplying power. 

Indicators
Status -

on.
Voltage

H

L

B

Motor 
Rating Model  

ST037P3 288 500 3511 1,1 5,4

ST055P3 288 501 3511 1,6 7,4

ST075P3 288 502 3511 2 10,6

1,10 ST110P3 288 503 3511 2,8 16

ST150P3 288 504 3511 3,9 20,7

2,20 ST220P3 288 505 3511 5,5 29,8

ST300P3 288 506 3511 7,5 42

ST370P3 288 507 3511 9 52,3

4 ST400P3 288 508 3511 9,9 57

ST550P3 288 509 3511 12,6 77,2

ST750P3 288 510 3511 17,1 99,3

IP 54

Environment
This equipment is suitable for 

EN 61439 - 1 : 2010
Altitude max 2000m above sea level

External dimensions

Weight

Mounting Wall mounting (mounting hardware 
provided)

Storage temperature

Humidity -
tion)

Rated Voltage 380 - 415V 

Rated insulation voltage
Rated short-time withstand 

-

Current 5 A ; 9 A ; 25 A 
Power

IEC/EN 61439 - 1 : 2010

190 184 106
250 256 140

® Three Phase Motor Protection
®

®

motors you have an undisputable advantage, resulting in ease of 
 

• 
• 
• 
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® 

Rating

 -
-
-

1,1 -
-

2,2 -
-

308 027 206
4,0 308 027 206

308 027 204
308 027 205

2

Rating

308 027 101
308 027 102
308 027 102

1,1 308 027 103
308 027 104

2,2 308 027 104
308 027 105
308 027 105

4,0 308 027 106
308 027 106
308 027 107

1
2
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® Connect

 

submersible pumps.  
Features:
• Constant water pressure with a wide range of settings (0.5 to 9.5bar)
• 
• 
• Plug and play system
• 
• 
• Built-in duplex alternator for dual drive operation
• 
• 
• 
• 
• 

• 
• 
• 
• 
• 
• 
• Lightning Arrestor
• 
• 

• 
• 
• 

Request)
• 

Drive Model
Three Phase Motors

Drive Model

230V AC, 1-phase 230V AC, 1-phase 230V AC, 1-phase

12 A 19 A 23 A

5,9 A (3-phase) 10,4 (single-phase) 8,1 A (3-phase) 13,2 (single-phase) 0,9 A (3-phase) 13,2 (single-phase)

Pressure Range 0,5 - 9,5 bar 0,5 - 9,5 bar 0,5 - 9,5 bar
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1,5 304SS
2

1,5 m - w/o Strain relief
2,5 304SS
1,5 316SS
2,5 316SS

-

-

Description
308 090 901 w/o Strain relief

 Attention: Limited shelf life of Resin and Hardener308 090 911

308 090 902 with. Strain relief
 Attention: Limited shelf life of Resin and Hardener

Description Description
3X1,5mm2 

1,5 m - w/o . Strain relief
3X1,5 & 1G1,5mm2 

1,5 m - w/o. Strain relief
3X1,5mm2 

2,5 m - w/o. Strain relief
3X1,5 & 1G1,5mm2 

2,5 m - w/o Strain relief
3X1,5mm2 3X1,5 & 1G1,5mm2 

1,5 m - with. Strain relief
3X1,5mm2 3X1,5 & 1G1,5mm2 

2,5 m - with. Strain relief

PTC  Lead  (only as spare parts)

4 310 364 004
10 310 364 010
20 310 364 020
30 310 364 030

L

 
(only as spare parts)

2,5 310 113 402GLH

Ø

B B1

• 4 wire
• 1,5 - 10mm²
• 

• 
• 
• max. Voltage 750V AC
• PSC / 2-wire / 3-wire Motors and 3 ~ Motors

• 
• Approvals: KTW

Technical Description:
• 
• 
• Max. voltage 750 V
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PN Capacitor
Run 

Capacitor start phases

2803552115 305213912 1
305218957

1 --------- 0 1 --------- 0

2803572115 305213912 1
305218906

1 --------- 0 1 --------- 0

2803582115 305213912 1
305218918

1 --------- 0 1 --------- 0

1,1 2823508114 305213912 1
305207913

1
305 204 902

1 305 215 914 1 --------- 0

2823518114 305213912 1
305208915

1
305 204 903

1 305 215 902 1 305 215 906 1

2,2 2823528114 305213912 1
305208919

1
305 203 902

1 305 215 907 1 305 214 907 1

2822534014 305213912 1
305208915

2

305 203 909
1

305 214 902 1 305 215 902 1
305 203 901

1

A B C A B C A B C
68 216

SIDES

A

B
CONTROL BOX

www.franklin-electric.com

50 HZ

Model     xxx xxx xxxx         For 4" 1~      Motor S1  

EN xxxxxxxx

kW xxx
HP xxx

V xxx
V xxx
V xxx

A xxx
A xxx
A xxx

IP XX
Max. Amb. Temp

xx ° C

DATE CODE
04A19

AR
S

1012

! ACHTUNG ATTENZIONE ATENÇAO

! WARNING DANGER ADVERTENCIA
xxxxxxxxx           xxxxxxxxxxxxxx   xxxxxxxxxxxxx
xxxxxxxxxxxx     xxxxxxxxxx           xxxxxxxxxxxxxxx
xxxxxxxxx           xxxxxxxxxxxx       xxxxxxxxxx
xxxxx                                                  xxxxxxxxxxxxxxx

xxxxxxxxx           xxxxxxxxxxxxxx   xxxxxxxxxxxxx
xxxxxxxxxxxx     xxxxxxxxxx           xxxxxxxxxxxxxxx
xxxxxxxxx           xxxxxxxxxxxx       xxxxxxxxxx
xxxxx                                                  xxxxxxxxxxxxxxx

WARNINGWARNING
xxxxxxx  xxx xxxx xxxxxx  xxxxxxxxxxxxx  xxx xxxx xxxxxx  xxxxxx
xxxxxx xxxxx  xxxxxx xxxxx xxxxxx
xxxxxxx xxxx xxxx xxxx x xxxx x
xxxxxxxxx x xxx xxxxxx  xxx
xxx xxxxx  xxxxx xxxx xxxxx xxx xx
xxx xxxx xxxxx xxxx xxx xxx   xxx
xxxxxx xxxxx xx xxx xxxxx xxx
xxxx xxxx xxxxx xxxx xxxx xxxxxx.

www.franklin-electric.com

C

SIDE

CA

30,2

CONTROL BOX
www.franklin-electric.com

50 HZ

Model     xxx xxx xxxx         For 4" 1~      Motor S1  

EN xxxxxxxx

kW xxx
HP xxx

V xxx
V xxx
V xxx

A xxx
A xxx
A xxx

IP XX
Max. Amb. Temp

xx ° C

DATE CODE
04A19

AR
S

1012

! ACHTUNG ATTENZIONE ATENÇAO

! WARNING DANGER ADVERTENCIA
xxxxxxxxx           xxxxxxxxxxxxxx   xxxxxxxxxxxxx
xxxxxxxxxxxx     xxxxxxxxxx           xxxxxxxxxxxxxxx
xxxxxxxxx           xxxxxxxxxxxx       xxxxxxxxxx
xxxxx                                                  xxxxxxxxxxxxxxx

xxxxxxxxx           xxxxxxxxxxxxxx   xxxxxxxxxxxxx
xxxxxxxxxxxx     xxxxxxxxxx           xxxxxxxxxxxxxxx
xxxxxxxxx           xxxxxxxxxxxx       xxxxxxxxxx
xxxxx                                                  xxxxxxxxxxxxxxx

WARNINGWARNING
xxxxxxx  xxx xxxx xxxxxx  xxxxxxxxxxxxx  xxx xxxx xxxxxx  xxxxxx
xxxxxx xxxxx  xxxxxx xxxxx xxxxxx
xxxxxxx xxxx xxxx xxxx x xxxx x
xxxxxxxxx x xxx xxxxxx  xxx
xxx xxxxx  xxxxx xxxx xxxxx xxx xx
xxx xxxx xxxxx xxxx xxx xxx   xxx
xxxxxx xxxxx xx xxx xxxxx xxx
xxxx xxxx xxxxx xxxx xxxx xxxxxx.

www.franklin-electric.com

B

SIDES

30,2

CA

CONTROL BOX
www.franklin-electric.com

50 HZ

Model     xxx xxx xxxx         For 4" 1~      Motor S1  

EN xxxxxxxx

kW xxx
HP xxx

V xxx
V xxx
V xxx

A xxx
A xxx
A xxx

IP XX
Max. Amb. Temp

xx ° C

DATE CODE
04A19

AR
S

1012

! ACHTUNG ATTENZIONE ATENÇAO

! WARNING DANGER ADVERTENCIA
xxxxxxxxx           xxxxxxxxxxxxxx   xxxxxxxxxxxxx
xxxxxxxxxxxx     xxxxxxxxxx           xxxxxxxxxxxxxxx
xxxxxxxxx           xxxxxxxxxxxx       xxxxxxxxxx
xxxxx                                                  xxxxxxxxxxxxxxx

xxxxxxxxx           xxxxxxxxxxxxxx   xxxxxxxxxxxxx
xxxxxxxxxxxx     xxxxxxxxxx           xxxxxxxxxxxxxxx
xxxxxxxxx           xxxxxxxxxxxx       xxxxxxxxxx
xxxxx                                                  xxxxxxxxxxxxxxx

WARNINGWARNING
xxxxxxx  xxx xxxx xxxxxx  xxxxxxxxxxxxx  xxx xxxx xxxxxx  xxxxxx
xxxxxx xxxxx  xxxxxx xxxxx xxxxxx
xxxxxxx xxxx xxxx xxxx x xxxx x
xxxxxxxxx x xxx xxxxxx  xxx
xxx xxxxx  xxxxx xxxx xxxxx xxx xx
xxx xxxx xxxxx xxxx xxx xxx   xxx
xxxxxx xxxxx xx xxx xxxxx xxx
xxxx xxxx xxxxx xxxx xxxx xxxxxx.

www.franklin-electric.com

SIDES

B

Application:
Voltage: 220 – 230 V

Metal version

Manual reset overload
Max. Amb Temp. 40°C
50 H

Motor Rating
0,25 280 355 2115

1,360,37
0,55 280 357 2115
0,75 280 358 2115
1,1 282 350 8114 2,81,5 282 351 8114
2,2 282 352 8114 3,0
3,7 282 253 4014 4,7



225

Motor Filling Kit

-
trate must be ordered separately).

4" Encapsulated

6" / 8" / 10" / 12" Rew Motors
6" / 8" Rew PM Motors

 GG25

LT LT

W

life of the motor when used in 

 GG25

HT
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Application:
Material: 304 / 316 SS
NEMA standard measuring on motor shaft
separation washer between motor & pump shafts

Coupling 1
151 551 911 151 970 102

   

19,075 / 19,063 4,838 / 4,788 20,70 / 20,53

D

H

N

Ø13,79±0,025

Ø
17

,5

3,1

Ø
35

,0

15,8 9,7

34,512,7
3,137±0,038

38,1
50,8

1/4-20

Coupling 2
308 712 904

 

17,50 / 17,48

D

12,7 ± 0,25

Ø
15

,3
9

± 
0,

25

Ø
29

,7

Ø
17

,4
± 

0,
4

30°

10,0

Couplings

are designed to transmit the pump thrust to the motor in order to provide maxi-

positive 
bearing between motor and pump shafts, and assure full support for downward 

shaft itself 
is hardened.
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Notes
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Notes



233

Notes
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